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Abstract

The purpose 'Of this paper is to show college administrators how.

eo use utility bills. to measure. the amolint of energy saved and

41% to determine the 'fuel costs avoided, when they undertake an energy

colprvation program. An example, using actual 'data from .a. 2-year
...

college in California, is worked through in detail: A simple, graph-

ical method of'solUtion is pre'sented to avoid the use of any sophism-.
...,

'cited mathematics. 4
....

. The results of applying this anal sis to, 70 two.- year colleges .

is used to establish The aerage perfo Ace characteristics of these in-)1i4

stitutions. An indivjdual campus can then analyze its own data and com2

pare its energy usage with that of its peers.

Finally, a discussion of how these calculated results can be used

to Map a strategy1for implementing a campus conservation program is pre-
.

sented.
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MEASURING ENERGY CONSERVATION WITH UTILITY BILLS

BY

Walter Deckel and Blake Heitzman, PG 4 E

and

Joseph Koford, Betsy Krieg, and Carllork, LBL

.4

I. INTRODUCTION

In recent years rising fuel costs have forced many colleges and

universities to examine their use of energy and to introduce progrAms

of energy conservation on their campuses. We have found in our ork with

these institutions that there i5 a great need for a iinple, technically

correct method for documenting tIV amount of energy sated by these con -

servation efforts. The objective of, this paper is toexplain how to-use

the information in a utility bill to measure the saved energy and to-

cktermine the avoided,costs, when conservation measures are applied.

This paper will describe the information on a utility bill, .a "common

sense" model to calculate energy use on a campus, and a calculation of

energy savings for a 2-year college in California. Seventy similar,

colleges in the United States have been analyzed to determine the average

values and distributions of values1of the 'eonStants used in this energy

model. The result enables a'college to analyze its own. utility bills and

determine where its use of energy falls relative to the nationarpacture.

Finally, we indicate a way to lse the results of the analysis to map a

strategy for improving the efficiency of energy ust on the campus.

II. UTILITY BILLS

Although the exact format of a utility bill varies, all contain the

followings,inforclation:

The name and addres,s of the customer;

An account number;

.,7
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The, number of days in the billing period;

The previous meter reading;

Theepresent meter reading

The amount of energy used (in therms and kwh), during the
billing period;

The unit cost-of the given form of energy for the billing
period is either given, or cad be calculated; and

The total cost of the energy used during the billing period
( "Jay this amountr").

It natural gas and electricity bills, additional information is sometimes'

included, such as the average daily energy use; Or the comparatle daily

energy use in the previous year. Bills for coal, oil and liquid petroleum

products., however, are quite different: Since a coal, oil or propane. fur-
,

nace requires a place to store the fuel until its needed, the bill.w111

state how many gallons or tons were left in the'Storage place, the unit

cost of each, and the total charge fOr the amount delivered. This night

differ.from the amount of fuel actually useci during the billing period.

In this case, some means for measuring fuel use, other than the bills from

fuel deliveries must be found. Most of the college campuses that useAoil,

Ilkcoal or LPG do monitor fuel use. Qur discussion will be limite'd to electricity

and gas,but the analysis can be applied to other fuels.

The data in Table I are taken from the utility bills of a two year college

in California and these data are plotted in Figure 1. They will be used in the

\ analysis to be carried out below.

ENERGY USE ON A COLLEGE CAMPUS
p

The energy used olya campus can be broken down into three classes of uses.

certain amount of energy is required to maintain a campus, independent of, the

w then and utilization of campus buildings. Some security lights, thermostated

ro s, refrigerators, hot water heaters, and other appliances will be in operation

at 11 times of the year. This kind of energy use is identified as the "base

use" If the weather gets cold, then the buildings will require heat, and con-

verse y if it gets hot, air cotdAtioning may be required. The energy used for

this heating and cooling will be called the "heating muse" and will depend primarily'

on the \putside air temperature.

EL



-3-

60

50

G

(x10
3

i
40

therms/
Month)

. 20

500

E

(x10
3

kwh/

Month) 400

300

. 200

FIGURE 1

a.Gas Consumption x,(1976)

J FMAMJJASOND

b.Electricity Consumption (1976)

100

0

J F,MAMJ A S O N D

9



Finally there is energy that is consumed because it is needed to carry

out the academic program. This "program use" will result from the ySe

of gas kilns in a ceramic class,arc welders in the shops, bunsen burners

in the chemistry laboratories, or lights in clasSooms. The program use

will depend primarily on the number of students and their academic programs.

These three use's are one way to classify the energy use on a campus.,and pro-

vide an Ltnitive way toianalyze the utility bills. .

he can write 'an equation for the total gas used in any monthas:

G = B
G

+
G

+ PG .

where.G is the total gas,used and is measured in "thermt," BG is the base

Use, HG is the heating use fop gas', the PG is the program use.

The heating use is assumed tb be proportional to the number of heating,

degree days in the month. A heating degree day, HDD, is based on theidea

that when the temperature goes below 6S° F, in most buildings the heaters will

switch cut to maintain a comfortable temperature. When it is above that temr-

rature, the heaters will not be in use. When the average temperature for a

given day (obtained by adding the high and low temperature for a 24hOur period

and dil,iding by two) Is one degree below 6S0, it- counts' as onePheating degree

dak. The "degree day" concept assumes that'the same amount of heating fuel
. .

is needed for any combination of cold and duration that can be added to give the

same number of heating degree days. For example, 10 days at 64°, S days'at 63°,,

2 days at 60 °, and 1 day at SS0 are all equal to 10 heating degree days. Over

the years this assumption has proved to be useful in estimating customer's fuel,

needs during a'period of cold weather. Hence, we shall assume that the heating

use for a campus is proportional to the number of heating degree days, or:
--

H
G

= b PDD

where HG is the heating use, b is a constant of proportionality and HDD is the

number of heating degree days in 'a given billing period.. The constant, b,

can be determined from thE billing data, as shown below. Fach wee L the National

Weather Service fitld offices provide deikee day data, as do some utility

companies.
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, e
The program use, PG , during the academic year depends on the enroll-

ment and the academic calendar. Although enrollments always suffer some

attrition during a term and usually drop off from the fall term high to a

summer termi1 low, these trends will be assumed not

for a campus. One reason for this assumption is th

gram consists primarily,of a set of scheduled class

percent decrease 1 thq number of people in tfiosAlasses, will not change

thd need to heat aud ight the classrooms. 1For these calculations we will

fect the energy loads

the academic pro-
.

then a 10 or 15

assume that the program use is a constant, .e., PG = constant.

The final equatioetaWthen be written:

or:

G B
G

+ bHDD + P
G

G = a + bUDD

where a =,BG + PG . constant. There are standard mathematical methods for

determining the/constants, a and 12, whon twelve measurements of G are taken;

from the utility bills, and a corresponding set of values for.1109 are available

for a given ) ear. We have chosen the method of'"least squares" to fit the

data and to /determine the constants, because many of the programmable, hand-

held computers now awlable are fitted with a program to dotlil kind of

calculation. Other, more sophisticated regretsion analyses could be performed,

but have not been done, because of the limited, accuracy of the billing dat5

However, the most direct way to determine thfqconstants is simply to plot the

amount of.gas,used in a given month against the number of degree.dais in that

month. This has been done in Figure 2 for the 1976 data which were given in

Table I. A ruler was used to draw a straight line through the points and the

base constant, a, is dust the point of intersection of the'line with the

vertical axis. The value is about 19 x 103 therms per month. The constant,

b, is just the slope of the line and is given by the ratio:,

b =
G
m

G
ax - min

HDDma;

.11

11.
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' 'In this casV:

.
..; 1).. 165 - 19) x 103

gl, therms /HID
N 508

. .. , ,7
- , ,\

t ..
The values are to be compared, with thosgAetermined.from the least squares

.

, . fit which gavt a'. 18.47 X.1 3''thermis per month.and'b . 90.4 therms per HDD4
, , »

, . fit
- ...

,
. 4 . Mc assume ion that a ear reatonshiptht in li .,.

.9-
.
sts betWeen the amount of

, .

fuel used and, e number o degree days baslie verified for elementary
. f. -

._

it? . igh"schools,by the Educational Facilities Laboratbries.1 In their.

, . sjudftes ey found that the performance characteristics of 1443 schpol :,

.

. , .

1
'buildings, could be analyzedeader this assumption. The engineering basis A

. .

t. for this assumption has been developed by Firadvr;Z The constant, a, is
4

% . . . 0
I iti,

-.Called the "base use", while the constant;-b, is called theAhergial .
._,),

. . . t -

performalicelidex". The thermal performance,indeX depends -upon the physical
. :.

characteristics, of a building such as the insulation 'in the rlbf and walls,
1.4.

.

the area of windows, -the efficiency of the heating system, and so op.

The Ce4ants, a and b, which were introduCed earliersapply to all of the

bundle on camilusand aretimply the sum oess1Milar constants for each

ihdividualibuilding on that-campus. Hence, the base use and thellmal
. %

performance deermined frpm the total utility' bill are aggregates for

the.entire campus. . ' .
t

If the campus has a subsghtial number of univair conditioners or '

. .
. ,

several central chiller unitvhich are po*ered,by eslectricity; then the
. 4'

, .

electric 'energy load could be written as:

.

. g - .
...

.-

/

= BE + CE +, PE

. .

where BE is the constant base eleCtric use , and.again the program us
, i

PE, will se assumed to be constant. The heating ust, which 1g-really a cooling
. . . *

use, C
.

will be taken to lie proportional' to the number of "c ooling degree

d. ", CDD, in the month. A cooling degree day Asonalogous to aheating

.

4egr1 day, but is measured for outside temperatures-in excess of 65QT, at
/ .

..

which eoolipg' systems are supposed to he switched on. Cooling degree days ,

; e
can be obtained from the local utility coirmany or National V2eather Service

a'
i4 the same way as- heating degree days. Under these assumptions, the elec-.

tricity-Vse can be written "as':
,

...

.1 .
.

. i, . .

I

44. .41)
e
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.

E d + eCDD ,

,

whpre, d = Dg g PE and e are constants. Again, the twelve-month data could

be. used to determrne the constants. The electricity usage in a billing

period, E, is measured.in kilowatt hours, kwh.

l
.

',.
1.

. , .

Afar analyzing tie data from 70 colleges,

e

we have concluded that the

use of this equation is not justified.3 Instead the'average monthly .

electricity, E, is an adequate measure for most purposes..

.

1 %..
. v

The exception to this *rule is the "all electric" campus. There are 9

soh cases in our sample and,theg are analyied in the Appendix below: :0

In the remainder of our sample, we have found that the air conditioning

load, which goqs Up in the summer, seems,to be offset by a drop in other
.._,

electricity usage such as classroorri lighting.
,

i

. . .

- N. CALCULATION OFISAVINGS . ...:

'The energy savings on a. campus pan be calculated by,choosing some.
"base year" prior to energy nserving efforts. The energyeusage id the

c01Kft year can *then be X, to that of the base year to see if the

conservation biograp has . ccessful. To allow for changes.in weather
7

hetweed the two years, the fueJ usage giVen month should be compared

with.an "expected base year usage.". The expected usage takes the values .

of a and b %Mich were determined frorri ot& equations above forthe base

year and millYiplies by the pumberof.degreeldays actually okis,4rved in the current

1

14
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month to determine the amount of energy that could have been expected

3o be used. This "expected" value is compared to the actual usage t9 de-
.

termine the amount of energy saved.

,The monthly i'avingsin gas and'electricity can be written as the follow-

ing equation:

6G= (a + hHDD) - (G)
A

and

°v.= (E)A
I.

Here; a; b, and E
13

are the conitants for a campus and are determined from

monthly energy use dap for the .base yeak as sciown earlier. HDD is the ,

number of heating degree da?s in the current month and (G)A and (E)A

are the "actual" amounts of gas and electricity used during the current

mont h.

If AG and AE are' ositive numbers-, then there has been an energy savings

and the conservation efforts are
1

paying off. The amount of payoff is called

the "energy savings" for the current morTth and its dollar value is called

the "cost avoiSance." The cost avoidance is calculated by puitiplying AG

and AE by the current cost of gas and electricity. Several colleges havd-

made budgetary arrangements to'recover this fuel cast avoidance in order to

provide for funding of their campus conservation program. If this ciin be

arranged, it enhances the direct,
/
incgntives to campus program participants.4

As an example, consider the 1976 data for the two-year collegi in

California that was presented in Table I and Figure 1. The corresponding

data for 1977 are shown in Table II. Two columns have been added to the

table to give the "expected" gas usage each month, which is given by

(a + bHDD). The (as savings, AG are alSo shown, Here the valt"....a-f7it and

b are those calculalted for the base year, 1976, while the values of HDD

are those given in Table II for 1977. The difference between the "expected"

and "actual" gas usage, AG, is given for each month in the last column.
c

The total"vaities for AG and AE are:

AG = 472.7 x 103 - 383.6 x,103

= 89.1 ):..).0.3 therms /year
. 1

AE = 4926 x 103 -44462 x.103

= 464 x=103 kWh/year

1

I
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Given that-in 1977 the rates were $0.25 /therm for gas and that the rates

for electricity.were'$0.044/kWh; the' cost avoidance calf be calculattd t

to be:
.

1 '1r-

,.

.

,_,
.

._
.... .

. Cost Avoidance = (89.1 x 103 x $0.25) + (464 x 103 x.$0.044)

"= $42,651

Tip above calculatriov are based on the'assumption that no new buildings
8 31 0.

have been opened on the campus since the base year constants were determined.

When buildings are erected .or.torn down a simple correction can be made.
\

If it is assumed that each gross.square foot of the build i g on,the campus

has the same average energy. use as euery\other gross squat foot, then the

"expected usage" in a g1v6n.year can-be adjusted by multiplying by .the area

of the bUildings in that ye divided'by,the area of the buildings in the

base year. If these areas dr denoted by S and S then the equations for
. .

energy 'savings can be writtexA

and

aG = (a + bHDD) 8/SB - (GYA z-
r )

e

AE = E SYS - (E)
B A'

Thlp correction assumes that, the newoor destroyed, buildings have the same

thermal performance as the aveiage building on the campus. The rdtio, S/SB,

will be greater than one.ifendw buildings have been added, or it will be

ie4s than one if some liuildings halie been torn down or taken out of opera-
,

V. COMPAISON BETWEEN' CAMPUSES

'tow uld not besreaSpnable to compare the energy use on a large campus

with t at on a small one: Uer would it be reasonable to compare the energy

use of 4 pmpus in Flqrida with one inlMinnesota. The method of analysis

described above separates the effect of climate, as expressed by heating

degree days, and allows a comparison of the constants, a, b, and E. To

correct for the difference, in size of the various campusel, these constants are
r

divoled by the gross square footage of the buildings on thg campus to obtain
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the 'intensities of endrgvy use" These intensities Can then be compared.

From. our anaysig of 70 college campuses, 42, used only gas and

-electricity as, their energy source. Qf these only 33 had utility bill data

which gave,results wOch Were analogous to our example given above.

. The qther nine campuses wete in the "sun Belt" and had so few heating

. degree days (less than 1000 ier year) that the data would not give a

satisfactory fit with a straight Imes

Frequency ilistri.butions of the energy use intensities have been

plotted as histograms in Figure 3. In Figure 3a, the gas base use

intensity A, is,shown, in Figure 3b, the gas thermal performance intensity,
_

B, is showp; and in Figure 3c the average electrical intensity, E, is
id ,

shown. It should be noted that the values of the constants are expressed

in British Thermannits, BTU, for these comparisons. The conversions

were made by noting that there are 100,000\BTU's in ape therm and that there

are 3413 BTU'sin one kilowatt hour. It should be noted here that for every
.

BTU of electrical energy delivered to the campus, three BTU's of fossil or

nuclear fuel were cenumed at the generating plant. Our calculations are .--

limited to "on site" fuel use.

The most striking thing abqut the three distributions is the wide
m h.

variation between individual campuses. In Figure 3a there are two values

of base use which are sligWNY
A
negative and the explanation Of. this

possibility is given in detail .in the Appendix below. The fact remains

that some campuses use six or seven times as muCh energy as others to

provide hot water and other gas heated services on a year around basis.

It is not so surprising that the distribution of thermal performance in

Figure 3b is widely varying, because the building standards for ceiling

and wall insulation do vary appreciably across the country. In fact, the

two campuses at the high end of the distribution are in California, where

there are fewer heating degree days than in some other parts of the

country and the past practices an building design have nOt emphasized

thermal effiZiency. .

The average electrical use shown in''Figure 3c again shows a broad

variarion.
1

The heavy users of elecfiricity could bpnefit from a de-lamping

1"
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FIGURE 3.
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and re-lamping. program.
.

Iliey should examine the light levels in their
-

, s' . \ .

%arious buildings and tolnsider the savings that are Possible in replacing

incandescent lamps with fluorescent lamps andZsubstituting the new low ...,

. .

. . .
.

.wattage sodium la4rs\fo the older mercury flood lamps used in parking
1. .

gots and ssiMilaY security lighting applications.
. ,

In earlier'studiess several indicators of campus energy use have

been used. The' values of these indices for the present SamOle of campuses

included here to provide a sense of the variation in time.-of their

values.47 The first indicator is the "Fnergy Use Index" which is defined

by the ratio:

4
EUI =

Total Energy Used Per Year

'

Total GrOss Square Feet
.r

14f

The EUI has been used as a measure of the energy efficiency.of buildings,

hust as the efficiency of an'automobile is measured in miles per gallon.

Unfortunately it assumes that therenergy use of a building in Florida

is ceMparable to that of a building in Minnesota. Figure 4a shows the

distribution'Of the set of 42_campuses,studied here and again the, average

'value is' entered in Table III for comparison:with earlier Work, Finally,

there are other indictors which have beett used.in the:past and are 4

included in the 'table. They are the Energy Used per Full Time Equivalent

Student (FTE) and the Cost of Energy per Full':ime Equivalent Student.

These two 'indices) are u eful if you know the, growth trends kn the student

body of a givpri campus, or if you need to now how to structure tuition

fees to,allow for energy cost,increa'ses. How6ver, our analy0is in this

p

b

er,hascentered more directly'on conservation measures applied to the

ysick plant, so' we willpo-e-Pursue the discussio of these student

elated indices. Their average values for the 70 schools in our

sample are included in Table III.

The trends of the, four indices in Table III are marked. The total

energy used both perepare foot and per FTE leas dropped,,mArkedly since'
r

1972-3. 1p spite oe these decreases, the costs, both per square foot and

per FTE, have, increased markedly. The explanation of the first trend lies

5
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in the efforts of colleges to cut back
\,

the cost increases are clearly connect

The first trend should be reemphasize

on their energy use, while

d to theorising prices of energy.

however, because it is clear that

conservation efforts are working on th"e community college campuses.

VI. USING THE CONSTANTS.TO MAP A CONSERVATION STRATEGY

Consider how the constants, A, B, and E could be used to plan

a program of energy conservation. Our earlier example of a Califqrnia

campus can be used., Given that that particular campus had 420,000 gross

square feet of building space, the indices become:
.

A = 4.5 x 103 BTU/sq. ft. /month,
. -

B = 21.7 BTU sq.. ft./HDD, and

T =,3.49 x 103 BTU/sq. ft.%month.

It' is seen that the base use and thermal performance index of this

California school are higher than the average
(

in Figure 3, while the

Olectr.ical use is somewhat lower. The causes of the high base use should

be carefully investigated. Pilot lights on hot water heaters and stoves

might be replaced/with intermittent ignition devices, leaks in the gas

lines might be s

1

ught, the hot water heaters might be wrapped in fiberglass

blankets, and th water temperatures.might be lowered. The high value of

B, the thermal performance index, could require more complex, remedies

because the ceiling and wall insulation of buildings in California is

quite often deficient. Infiltration of cold air around windows is anothei

cause of heat loss, and might require a program of caulking and sealing

window and door frames. The average electricity use is lower'.than average

and could be studied aftersthe other areas discussed above. For each of

these three areas,there are long, detailed lists of suggested wayt to reduce

enertrEonsumption.
6,7

Such lists are valuable as a means of suggesting

conservation measures that m-Fht otherwise be'overlooked.

S At some point no further energy savings can be achieved& It takes

energy to operate campus services and academic programs. The objective

of a campus conservation program is to reduce the energy use to a reasonable

Minimum and to determine whether increases' in use are due to outside in-

fluences (such as weather or broken windows) or to wasteful practices in

the campus community.

22



$

7
VII ACK4OWLEDGEMENTS

The abthors wish to express their appreciation to James McClure

of PG and E's School Nant Program for his continuing interest and aid .

iil this work. Josh Burns of the Educational Facilities Laboratories
,

made significant contributions o our understanding of the analysis
41,

of educational buildings, while Carl Blumstein of LBL and Mary Anne

O'Malley gf the de?oung Museum provided invaluable, editorial advice

on the manuscript. . 1

. -.
.

*t

f

-17-
2.

,

4

I

,,

r

Y---""s--
1%

,

. .1.

.

16

c

i

.g.

Z.

1

.1

p

.

.. .
1.,

.
/MP .

.

. .7

(

S.

T



References

1. "Energy Conservation in Schools: A Report on the Development of a
Public Scliool Energy Conservation Service," Educational Facilitie5
Laboratories Contract FA No. C=04-50047-00, October 197$.

2. T.F. Shrader, "A Two Parameter Model for Assessing Determinants
of Residential Space Heating",f.Princeton University Center for Environ-
mentaltStuslies , Report #69," June 1978.

'3. The use`te of cooling degree days, CDD, to estimate the energy needed
for cooling a building, does not give satisfadtory.results. Other
measures, such as "equivalent full-load hours" of operating cooling
equipment give equally poor results. A full discussion of.this problem
is given in ASHRAE-76; "System Handbook", Chapter 43, American Society
of Heating, Refrigerating and Air Conditioning Engineers, New York, 1976.

4. Private Communication from Dr. Rex C ig, President, Contra Costa College,
San Pablo, California. */

S. Atelsek, F. J. and Gombeig, 1.L., PEP REport No. 31, p1.9, April 1977.
(sample bf 73 2-year colleges)

6. "Energy Management: A Program of Energy Conservation for the Community
College facility ". Lawrence Berkeley Laboratory, LBL - 7813, 1978.

7. "Energy Conservation on Campus", FEN/D-76/229, December 1976.

8. E. G. Schafer and A. D. Birch; "Energy Managem ent at Lane Community
College, Community and Junior College Journal, p.23, November 1977.

f .9: M. Lokmanhekin, F. Wipkelmann, and A. H. Rosenfeld,I. Cumali, G. S.
Leighton and H.D. Ross, "DOE-I, A New State-Of-The-Art Computer Program.
for the 'Energy Utilization Analysis of Mildings," Lawrence Berkeley
Laboratory, LBL-7836, May 1978.

24



a

-19-,

/Table P

1976 Data For A California 2 Yr. College

its

Month
Gas

( 103 therms)
ElecIric
(x10j HDD CDD

J 65.3. 433 508 0'

F 58.3 461 415 0

55.6 402 391 0

A 46.5 __ a_ 309 0

. 32.8 849 129 29

J
\.

27.1 417 88 173

J 184 333 7 136

A 19.8 303 14 .-a 127

S -22.4 462 . 35 78

0 '24.7 441 65 41

N 34.6 477 216 7

D 60.3 348' 486 0

TOTALS 465.8 4926 2662 591

a
This is an example of "missed" meter reading, with a reading in May for

usage i,n both April and May. In analyzing the data,.the May reading was

divided by 2 and inserted in the.Table for April and May.

I

/-%
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Table
ill

1977 °Data and Calculated Valu ssof Energy. Saved
ForiA lifornia 2-Yr. College

26

Actual Gas Use . Actual Electricity

119

(x 103 therms/ (x1-03 kWh

Month ?month) t per month)

. s .

J. . V
64.9'

F '47.2
,

M 45.5

A 28.8
4

'M 28.9.

1.3,
. 22.3 ,

J 13.6, .

A 1344'

A; 14.9

0' 21.0

N" 36,3

D 46.8
)

WTAL 383.6 *4

403

366

415
; o

387'
.. .

384

313

29A

340.

383

407N a
416

,356

7\

G expected eG

(x 103 therm be 103 therms/

per month month)

564.

-355

413

188

0

0

.0

8

\Le:39.o
51.0

56.0

35.0

5.1

2.8

10.5

'6.2

245 : 10 41.0 12.1-

55 110 24.0 , 1.7

15 144 ' 19.7 5.9-
3

-.A
151 19.3 5.9

37 58 22.3 7.4

7 117 19 .r
a.

29.7 8.7

321 0 47.9 11.6

421fr 0 57.0 10.2

ells
,

2728 500 '472.7 88.1

.0

A

27
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Table III Summary of Annual Energy Use and Cost

1972-3a' '1974-5a' 1978-9bi

BTU/Gross Square
Feet

183,000 135,000

A'

121;000
1

I

BTU/Student
'(FTE)

29.2x10
6

20.6x10
6

13.1 X)10
6

I
Cost/Gross Square

Foot

30.91 41.01 75.04

.

'

,

Cost/Student
(FIE)

$49 , $63 , g 75 .1

a
'Atels k, F. J. and Romberg, I.L., HEP Repoftk. 31, p' 9: April 1977

(73 Two Year Colleges) .

b
'Results from LBL Sample (70 Community Colleges)

I
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Appendix
I

CIMITATIONS OF THE ANALYSIS AND SOME SPECIAL CASES

*IP

,A. Limitations In-Using a Utility Bill

There are sevigill potential problems that should be bone in mind.

First, the'liilling.Miiods inlkie year can vary from those n another - by as

many as days out of 30, or 20 peircent. Meters-axe read on the five

normal working daysofthe.week, except when holidays or clusters of

holidays interrupt the' process. Hence the possible variation. A meter

may not be read a,scHiduled, because the meter-readqf could have had an
s

accident along his route or have been prevented in some other way from

doing his.job. There is also the Possibility of the meter being misread

or of the reading being incorrectly recorded. In this case, a bill fpr a

very small amount of energy may be received and then followed the next

MOnth with a bill for both the energyused during the first period, plus
t

that used in the- second period. An example of a miss&l.reading is seen in

the data of Table I. Thgre is a blank, or zero,-treading of the electric

bill in April of 1976 and the value in May is clearly the sum o April

and May. To correct this, we simply divided the value of the May reading

by two and inserted that value. as entries for April,and May in the table

before, making'ihe calculation.

B. The All-El.pctric Campus
4

There are a number of all-electric campuses around the country, and,

as the name imi)lifs',..they use electricity.to provide heat, as well as air

conditioning and light. In this case, the energy use equations become:

. G = 0

and

T. = d + eCDD + ffiDD'

That is, the electricity use just adds a new term for the electricity

heating use,whiat proportional tO the number bf heating degree days.

The new c onstant-of proportionality.is taken to be f.

"s

. 29
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The special opportunities and problems that the all- electric campus

encounters have been described elsewhere.8 We show the kind of energy use ,

curves that can be obtained in,Figure S. Here the three coefficients, d, e

and f have beepsomputed by the least squares method, mentioned earlier.

The factual data points are ploTd near the top of the graph and the call
- .

culated points using the above equatiOn are seen to interweave with the others

as expected for a fitted curve. This result is analogous to the straight

line that was drawn through the data poiniNdin Figur9SP2a, abOv6. Below these

two curves are plotved the three quantities /hAch are added.in the equation

to give the calculated energy use in each month. The base use is a constant

and ,shows as a straight, horizontal line, op the graph. The cooling use is

the coefficient, e, multiplied by the number of cooling degree days, CDD,

in each month and reflects the variation in CDD throughout the year. Simi-
-

larly, the heating use reflects the changes in the number of heating degree

days in the year.

In our study, there were 9 all-electric campuses included. We have

divided the constants,'d, e) anr£ by the gross square footageof each

campus and averaged the result t6 get some idea of the values to be ex-
. ,

pected. The average values.. are:

c

- T. 4.00 X 103 BTU/sq ft./month

= 3.11 BTU /s. ft./CDD

T = 6.80 BTU/sq. fr./HDD

vlecause the base use ci , is primarily due to lighting onthe campus, it

is not an accident that it.comes out to be very nearly equal to G for a

campus that is lighted by electricity but heated with gas (F. . 4.33 X 10 3

BTU/sq. ft./mon). In the, all electric case the thermal performance is

given by f andis been to be approximately bne.-half the/value for a gas, .

heated campus (' =14.0 BTU/HDD)). Presumably the higher cost of eiec.tricity

per BTU, induced t e architects and builders to nake the buildings more

. thermally efficiq the all electric campus. This is a clear indication

that the thermal performance of gas heated campuses can be improved substantially.

.30
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C. The Gas AlAorption Chiller

I

' I

If a campus has an air conditioner which uses gas as the source of

energy to drive it, such a coologiiinit is called a "gas'absorption

Instead of the gas consumption going through a minimum in the summer, as

it did in Figure la, the curvis.will show a bump that looks vet'', Much like

that in Figure 5 for the allaelectric campus. In this case, the equation;

for energy usage musibe written:
'

G = a + bHDD, + gCDD

and /

4
d

4

/

Here we have assumed that there arse no electric air conditidners On the

campus and that, CE = 0: The cooling use term, gCDD, has been addbd tb the

gas usage to reflect the impact of tie gas absorption unit during warn

weather. Figure t, shows the variation of the as consumpt$n data inter-

waren with fitted curves whose coefficients werd deterinined by the least

squares fitting procedure. The base use tern) is shown as the horliOntal,

line, while the heat use and doling use are shown below. Unfortunately,,

when three constants areto be determined, there is no simple graphical

scheme, such as that illustrated in Figure 2a, which can be used. Hence

tho regression analysis mot be used.

D. Limits/to the Analysis

. When this type of analysis is applies' to college campuses

in parts of the country where the number of degree days in a year

is small, we have concluded that itannot be expected to work.

If the number of 9egree days in a year is less than 1000, then the correspond-
. .4
ing heating pr cooling use term in the equations shiuld be set equal to zero.

This does not mean that heaters or air conditioners viil not be needed for

human comfort, but that the calculation method that wp have developed is simply

not Sensitive enough to require that these terms be included.
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E. Negative Base Use
4

In a few of the cases we analyzed, a plot of the data like that in

Figure la showed no gas usage during the summer months. Then the gas usage

was then plotted against the degree days, as inFigure 2a, the value of tie

constant/a, could fall below the HDD axis, and was negative. This negative

base use was caused by the fact that the buildings on the campus do not

turn on their heaters when the outside air temperature reaches 65 °F, but

at some lower temperature. If one analyzes the heatflow into, and out of

a building, as done in Reference 2, it can be shown that each building has

its own referente temperature, which is the outside air temperature at

which the heating system switcheS on. There is no reason why this should

be 654F, because it de nds on the wall an4 roof insulation,_window area,

room ventilation, light ng intensity, average occupancy, and other details

of the building's cons ruction and use. However, the 65°. F heating degree

day does work reasonably well for most situations and so we have adopted

it.

In our equations above, a term can be introduced to correct for

this offset of the effective value of HDD. We could_watite.for to heating

use:

H' = b (HDD + T)

Here T is the number of degree days that is required to correct the reference

temperature of a given set of campus buildings. Then the total gas con-
,

sumption would be:

G 7,13
G

= b(HDD + T) + P
G

and this could be rewritten as:

G = a' + bfiDD

where
a' =

G
+ bT + P

G

This says that our analysis cannot distiguish between t"fie base use, or

the program use or an offset in the reference temperature for the number

of degree dam, unless, there is some othel information. If, for example,

it is known that in certain summer months that the gas usage is zero and,

34
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the number of heating degree days is also .zero; the intercept of the straight

line:in Figure 2a with the horizontal axis is a measure of how far the HDD

scale has been displaced from zero. This is also related to how far the

average reference temperature of the buildings,on the campus is displaced from

5° F.

This displacement of the degree day reference and the inability to

'distinguish it from other constant energy uses is another limitation.of this method

of)analysis. It is closely tied to the previous limitation that was dis-
.

cussh when too few degree days are encountered to make the heat load

Calculation meaningful. Although both of these limitations of our calculations

can be corrected, it requires an entirely different Approach9 and will not be

discussed her
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